WARNING:

Adult Assembly Required.

Two adults recommended.
- Contains small parts, sharp points and edges.
- Maximum Chair Weight Limit: 250 lbs.
  Exceeding this weight may cause product to collapse, causing serious injury and/or property damage.
- Do not stand, sit, kneel, climb, lean or pull on unit for support.
- Never leave children unattended.
- Do not place unit near high heat or moisture.
- Adult supervision recommended.

TOOLS INCLUDED

- Hex Tool (1)

TOOLS NEEDED

- Flat-Head Screwdriver

Parts List

BEFORE ASSEMBLING, MAKE SURE YOU HAVE ALL THE PARTS

A  Left & Right Side Frames (1/1)

A1  A2

B  Crossbars (2)

C  Seat Frame (1/1/1)

C1  C2  C3

D  Seat Frame Cover (1)

E  Seat Cushion (1)

F  Hex Screws (4)

G  Long Hex Screws (4)

H  Barrel Nuts (4)
1. **Install the Crossbars**

   Insert a Barrel Nut (H) into the recessed hole at each end of the Crossbars (B). Rotate the Barrel Nuts with a Flat-Blade screwdriver so that the threaded hole aligns with the screw hole on the end of the Crossbar.

   Insert the pre-installed wooden dowels on Crossbars (B) into the corresponding holes on the inside of the Left Side Frame (A1).

   Install the Crossbars (B) onto the Left Side Frame (A1) with two Long Hex Screws (G) using the Hex Tool, so they thread into the Barrel Nuts (H).

   **Tip:** Install the Crossbars (B) with the recessed holes for the Barrel Nuts facing toward the floor/back of the chair for a more aesthetic look (as shown).

2. **Install the Right Side Frame**

   Insert the pre-installed wooden dowels on Crossbars (B) into the corresponding holes on the inside of the Right Side Frame (A2).

   Install the Crossbars (B) onto the Right Side Frame (A2) with two Long Hex Screws (G) using the Hex Tool, so they thread into the Barrel Nuts (H).

3. **Connect the Seat Frame Together**

   Insert the Upper Seat Frame (C1) onto the Middle Seat Frame (C2), repeat onto the Lower Seat Frame (C3), so they are all seated firmly together.

4. **Slide the Seat Frame Cover on**

   Slide the Seat Frame Cover (D) onto the Seat Frame (C) starting at the bottom of the Seat Frame. Secure the Hook & Loop connection at the top of the seat frame.

   **Note:** Seat Frame Cover will be a snug fit on the frame. Pull the Cover taught before securing the Hook & Loop.
5 Install the Seat Frame

Install the Seat Frame (C) onto the Left/Right Side Frames (A1/A2) with four Hex Screws (F) using the Hex Tool.

Tip: Loosely install the front two Hex Screws first, with the back of the Seat Frame laying on the ground.

Rotate the top of the Seat Frame upward, and install the rear Hex Screws. Tighten all screws firmly.

6 Install the Seat Cover

Install the Seat Cover (E) onto the Seat Frame (C), starting with the deep pocket on the Seat Cover, insert the pocket over the top of the Seat Frame. Repeat with the bottom pocket onto the bottom of the Seat Frame.